
HCIR-203C

Features

- 1/3" SONY CCD II

- Digital Signal Processing (DSP) allows better Picture quality

-Minimum illumination responses down to 1.0Lux for color and inder 0Lux for 

infrared Lighting

- 480 TV line of horizontal resolution produce crystal clear image

- Backlight Compensation

-Weather  Proof Housing (IP66)

-Cds Auto switching infrared LED

- Digital Noise Reduction (DNR) 

Dimension Specifications

IR Camera

HYUNDAI

Weight approx. 1.0kg

Operation Tem. 14°F ~ 122°F (-10°C ~ 50°C)

Power 850mA(DC12V)

Dimension(mm) 90mm/120mm (Diameter / Length)

White Balance Auto

Lens Board Lens - 6.0mm

Shutter Speed 1/60 ~ 1/100,000sec 1/50 ~ 1/100,000sec

Min. illumination 0 Lux with IR LEDs On

Range Visibility 72 Units infrared LED: up to 30m

Gamma r=0.45

Resolution 480TV-Lines

Video Output VBS 1.0Vp-p Composite / 75Ω / BNC CONNECTOR

S/N Ratio More than 50dB(AGC OFF)

Scanning Frequency 15.734KHz(H) / 60Hz(V) 15.625KHz(H) / 50Hz(V)

DNR Digital Noise Reduction

Sync. Mode Internal

Effective Pixels 768(H) x 494(V) 752(H) x 582(V)

Scanning System 2:1 Interlace 2:1 Interlace 

Image Sensor 1/3" SONY CCD II

Signal System NTSC PAL

Total Pixels 811(H) x 508(V) 795(H) x 596(V)
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